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1. INTRODUCTION

1.1 Purpose

This plan describes the increased pumping and monitoring of the Prairie du Chien/Jordan (PdCJ) aquifer
that will be conducted by the City of St. Louis Park (City) in addition to that currently being conducted
under the Consent Decree-Remedial Action Plan (CD-RAP) and as documented in the most recent annual
monitoring report. This plan is in response to the request from the Agencies dated February 4, 2014.

The PdCJ wells referenced in this plan are illustrated on Figure 1.

1.2 Objectives

The content of the plan, including objectives, has been developed in close collaboration between the City
and the Agencies in a series of meetings and conference calls during February, March and April 2014.

The Revised Gradient Control Plan is being implemented to prevent exceedance of the water quality
standards applicable to the site at potential receptors. Increased pumping at selected well locations will
increase hydraulic control of areas with polynuclear aromatic hydrocarbons (PAHs) at concentrations
above standards and reduce the potential for increasing concentrations at potential receptors. The
effectiveness of the pumping will be assessed through the monitoring and data evaluation described in
this plan. A reevaluation mechanism is included in the plan to address contingencies presented by future
monitoring results. Potential receptors include wells located hydraulically downgradient from areas with
(PAHs) at concentrations above standards. Edina 13 (E13 on Figure 1), where the Advisory Limit for
Other PAHs (OPAHSs) was exceeded at certain times in previous monitoring, is an example of a potential
receptor. Amendments to the water quality standards contained in the CD-RAP have been proposed by
the City; adoption of amended standards will affect the gradient control plan, and will be accounted for in
the reevaluation mechanism.

Recognizing that the remedy has been in place for three decades and that significant infrastructure
supporting plan elements exists, wherever possible while addressing the objectives of this plan,
implementation of the plan will express a preference for utilizing existing infrastructure, such as wells,
pumps, pipes, treatment works, pressure transducers and the like. Current methods of measurement, data
management and reporting being implemented for site monitoring are expected to address this objective.

The analytical methods used will need to be appropriate and accurately measure PAHs in groundwater.
Amendments to the list of parameters contained in the CD-RAP have been proposed by the City; adoption
of the amended parameter list will affect the gradient control plan, and will be accounted for in the
reevaluation mechanism. The sampling and analysis procedures expressed in the current monitoring plan
and Quality Assurance Project Plan (QAPP) for the site are appropriate means to address monitoring
objectives.

The data evaluation methods will include i) trend analysis and ii) standards comparison and will need to
be accurate and precise in order to support decision making described in this plan. The methods of trend

MNO0949/MD14144 1 14.04.29
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analysis currently in place for site monitoring and as reported in the annual monitoring report is expected
to address this objective.

1.3 Scope

The scope of the plan includes the following:

1. Pumping schedule for a well in the PdCJ aquifer ~-W23 and/or SLP10/15;

2. Monitoring schedule for selected wells in the PACJ aquifer to include measurement of
potentiometric head, pumping rate, and PAH concentration,

3. Reporting of collected data, and

4. Evaluation of collected data and a reevaluation mechanism to address contingencies presented by
future pumping and monitoring results.

The plan includes description of the scope and schedule of the pumping, monitoring and reporting and
methods of data collection, if these differ from those described in the site monitoring plan. The QAPP for
the site is incorporated by reference.

2. PUMPING SCHEDULE

Data are currently being collected by the Agencies and others that are relevant to the pumping schedule,
including pumping test data, capacities, pumping projections for Edina, Meadowbrook Golf Course,
Methodist Hospital and St. Louis Park and treatment capabilities. As appropriate, these factors will be
evaluated and used to select a pumping well and to specify or modify the pumping schedule.

Pumping will be in accordance with the following schedule (increase above current rates):

SLP10/15 SR, 200
215447
w23 216050 25

The location of the PdCJ aquifer wells is illustrated on Figure 1. Well construction information for the
wells listed above is provided in Appendix A. Well information includes the following details: i) well
ownership and access information ii) pump size and capacity, iii) treatment method and capacity, iv)
discharge means, location and permitting.

Discharge volume and rate from pumping will be monitored and reported in the Annual Monitoring
Report on a monthly average basis.

Operation and maintenance of the pumping well is the responsibility of the well owner and such activities
will be reported in the annual report.

MNO0949/MD14144 2 14.04.29
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Permit requirements will be met for appropriations and discharge based on the specifics detailed in the
pumping schedule. A schedule for permitting and startup of the pumping schedule will be provided when
the pumping schedule is finalized.

3. MONITORING SCHEDULE
Monitoring for this plan will include collection and reporting of the following data:

1. Discharge rate and volume from the pumping well(s) included in this plan;
2. Potentiometric data from selected wells;
3. PAH concentrations in groundwater samples from selected wells.

Monitoring locations included in this plan are as follows:

1. SLPS (Unique No. 203196);
2. 8098 Excelsior Boulevard Well (Unique No. 273822); and
3. Blake School Well (Unique No. to be determined by MDH).

The location of the wells is illustrated on Figure 1. Well information for the wells listed above is
provided in Appendix A.

3.1 Discharge Rate and Volume from Pumping Well

The discharge rate for the pumping well(s) listed above will be monitored continuously using standard
flow metering equipment and methods. The data will be reported as a monthly average in gallons per
minute (gpm).

3.2 Water Level Data
Water levels will be monitored on the schedule in Table 1.

Water level measurements will be made using methods described in the site monitoring plan. Water
levels will be adjusted to elevations based on survey data for the applicable point of measurement. Water
level data from the pumping well(s) will be reported as measured and adjusted for well
efficiency.

The data will be tabulated and reported to the Agencies.
3.3 Sampling and Analysis for PAHs
The PAH concentration will be measured by sampling and analysis according to the schedule in Table 1.

Depth of sampling at SLP5 will be based on an evaluation of the presence of cavernous porosity. In the
absence of presence of cavernous porosity, the sample will be collected from the approximate mid-point
of the open-hole portion of the well, based on the well log (Appendix A). A target sampling depth will be

MN0949/MD14144 3 14.04.29
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selected in consultation with the Agencies based on video log observations, and the pump intake for
sampling will be set at this depth. The depth of sampling for the Blake School well and the 8098
Excelsior Boulevard well is constrained by the setting of the pump in each well. The pump setting
information will be obtained from the well owner.

Sampling will use a bladder pump at SLP5 and pumps for irrigation at the 8098 Excelsior Boulevard well
and the Blake School well.

Analytical methods, reporting limits and quality assurance will be in accordance with the QAPP for the
site.

Data will be compiled into the chemical database and tabulated for reporting in the manner currently used
for monitoring data at the site.

The health and safety plan currently in place for the site will govern monitoring activities conducted
under this plan.

4. DATA EVALUATION

4.1 Pumping Data

The monthly average pumping rate data will be used to evaluate i) temporal fluctuations and ii) trends
that affect groundwater flow direction and PAH concentrations in the area influenced by the pumping
well. The data will be evaluated on an annual basis and the results of the evaluation will be reported to the
Agencies.

4.2 Water Level Data

The water level data will be used to evaluate i) temporal fluctuation and ii) trends that may affect
groundwater flow direction. The data will be compiled together with site-wide water level data, collected
synoptically (to the extent practicable) and reported as part of the annual monitoring report in accordance
with the existing monitoring plan for the site.

4.3 PAH Concentration Data

The PAH concentration data will be used i) for standards comparison, ii) to evaluate temporal and spatial
trends and iii) to guide decisions regarding continued implementation of this plan.

Trend analysis will be conducted using data from the well listed in this plan, using the methods currently
being employed at the site. Trend analysis time periods for other wells in the area, such as Edina 13, will
be evaluated using a starting date of the increased pumping implemented as part of the plan. A minimum
of four rounds of data will be needed to evaluate the trends.

MN0949/MD14144 4 14.04.29
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5. REEVALUATION MECHANISM

The continued implementation of this plan is subject to data that is yet to be collected and evaluated. As
such, the following mechanism is planned to allow reevaluation of conditions on a forward-going basis.

The data for a given calendar year will be compiled in the annual report. Data collected and evaluated as
part of this plan will be discussed in a specific section of the annual report devoted to the reevaluation of
the need for i) continued implementation of this plan or ii) modification to this plan.

The increased pumping conducted for this plan uses finite resources including the limited groundwater
resource of the PdCJ aquifer, energy, and economic resources and as such will be ceased if collected data
demonstrates that it is appropriate to do so, based on the following criteria.

No exceedances at potential receptors

Comparison with PAH standards specified in the

during most recent 2-year monitorin
CD-RAP at the time of evaluation g » g

period beginning 2014

Stable or decreasing trend at monitoring
locations listed in this plan, beginning
PAH concentration trend analysis with 2014 or, if increasing trend,
rate of increase will not result in
exceedance within 100 years.

MNO0949/MD14144 S 14.04.29
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Table 1

Monitoring Schedule
Draft Revised Gradient Control Plan
City of St. Louis Park, Minnesota

203196 273822 To be determined by MDH
At sampling At sampling At sampling
Semiannual Semiannual Semiannual

PAH PAH PAH

Notes:

PAH = Polynuclear aromatic hydrocarbon

MDH = Minnesota Department of Health

MD14144 1of1 4/30/2014



FIGURES



oad

It

Minne

Topographic Map accessed via ArcGIS Online and provided by Esri, DeLorme, HERE, TomTom, Intermap, increment P Corp., GEBCO, USGS, FAO, NPS,
NRCAN, GeoBase, IGN, Kadaster NL, Ordnance Survey, Esri Japan, METI, Esri China (Hong Kong), swisstopo, and the GIS User Community on 18 April 2014.

0
- if Club <
e : )
e Rd -
>
1*a
St Louis
onka~Bilvd .
3 Par ke—ssWil:ake- Sty
1169 ;
. :? Ifinikahda
: = Club
K nollwood
e {Aﬂ“ & {
. 10 .
i .
y o
o 8098 Excelsior
f ard Well
e Golf Course
e rrigati(l)n‘yyepllS
Hopkins Golf
Excelsior=®" >
7
rand I
Jiew Parl i -
e | f -
integ n-Blvd
: Edina
A y
X Edim
2 Counts
Smetana‘R T - Club
smetana-Rd & 5 I i
A -
on-Ave
get®
=
3 ' >
& 184 <
E
3 1 05 0 1 Miles Site Map lllustrating
E B e i ——— Prairie du Chien/Jordan Aquifer Wells
3 Legend Saint Louis Park, Minnesota
§ ‘ Monitoring Well
K3 G 2
8 Pumping Well t
; eosyn eC F|gure
1 consultants )
2
; Minneapolis, Minnesota April 2014
E
7| Notes:
4 All locations are approximate.
5 Locations digitized from Figure 1 (29 October 2012), Figure 2 (30 October 2012), and Figure 5 (14 May 2013) drafted by Summit Envirosolutions.




APPENDIX A

Supplemental Well Information



City of St. Louis Park

Appendix A

Supplemental Well Information
Reilly Site
Draft Revised Gradient Control Plan,
St. Louis Park, Minnesota

206442

accessible

submersible

City of St. Louis Park

215447

accessible

submersible

1400 gpm'

Geosyntec Consultants

not applicable

GAC

not applicable

City of St. Louis Park

216050

accessible

submersible

150 gpm

GAC

NPDES/SDS

City of St. Louis Park 203196 accessible None
Alex Ugorets 273822 SOt Y. e None 8 387
owner
Blake School To be determined by MDH cm'd";‘::;::‘“‘ ra Submersible 6 376

Notes:

Diameter dimension in inches

Depth dimension in feet

1 - Combined capacity for SLP10/15.

* Dimensions for 8098 Excelsior Boulevard Well are from MDH, based on logging on April 8, 2014.
** Dimensions for Blake School Well are estimates provided by Ken Nivala at Blake School.

GAC = granular activated carbon

NPDES/SDS = National Pollution Discharge Elimination System/State Disposal System

gpm = gallons per minute
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LAYNE-WESTERN COMPaNY

OF MINNESOTA

FIELD REPORT OF COMPLETED WELL ;

Name of Job__ 8%. Louis Park, Mimn. Date started __3/28/47
Address Well no. 2 5 Date completed —8/2L/47
Texas Avenue No. of days — 61
LOG OF WELL
From| To Material JFrom To Material
0] 5 |sand & gravel 132] 230§ St. Peter sand
5| 15 |clay & boulders 230] 285] shale & rock
154103 |sand & gravel Il _285] 407! Shakopee lime
103|109 |coarse gravel 407] 460| Jordan sand
109{k20 |platteville lime 460] 465] St. Lawrence
_120]132 | rock & shale '

Kind of plug in well none

Depth of well-ground level to top of plug__465"

MATERIAL LEFT IN WELL

Static water IevelL

Opening Length - feet Diameter - inches Material
Screen | none '
Inner casing 30517 20" 0,D, 3/8" wall Welded.
Quter casing 115¢ 24" 0.D, 3/3" spiral welded
Was outer casing cemented _yes Amount__15 yds cement
Size of gravel used in. to in.. Amount

TEST-OF WELL

Hours Pumped Yield

From To

gal. per min.

Water Level
ft. below surface

Remarks

Did well clear up
Date_8/21/47

Driller

Time to clear
Paul Shuey




A,

r.———

F3

Top of Screen below Surface
No. of Ft. Exposed
Bottom of Screen below Surface......
Was Str. swedged
Did Sand come thru Str
Was Str. coarse enough
Style of Fittings

All measurements taken from

t
) )
REPORT ‘
Tack No : '
¢ Well No..._..5._:
' _ Town.... Sts Louis Perk
Date Started...c.B/28/47....eeeeeeeereeesrressserenenns Machine No................ e State. MINRESONE ...
Date Completed. 8/21/47............... Owner. Villages ...
Location 8301 W.34th St.Texas AvVe... .. Total Depth of Well.......oemmoomoreeersoisnn
DIAMETER OF HOLE |.. og4n oo

Top of Pipe {20V Surface. .
Bottom of Pipe below Surface|.....11L0" 308!
No. of Ft. of Pipe in the Hole 2
No. of Ft. of Hole Drilled....

TEST : 1 2 3 4 FORMATION Tidms | Depth
Depth of the Hole.. 450 Send & Grevel 51 b
Depth to Water at Rest....|..87. Clay & Boulders 10 | 15
Depth to Water Pumping..|...ce... Sand & Gravel 88 1103
Depth of Pump Pipe.......... Coarse Gravel 6 |109
Size of Cylinder. Lime . 11 1120
Length of Stroke Rock & Shale 12 1132
Strokes per minute el St. Peter 98 [ 230
Gallons per minute Shale & Rock 55 | 285
Will well supply more?......|... Shakopee Lime 122 | 407
Was Strainer in Hole?........|... Jorden Sand 53 | 460
Was water clear?. oo foemasccncnnees St. Lewrence 5 | 465
Was well pumping sand?...
Hours putting in Pump......}cemee feess forecee .
Hours PUMPINE o i forsmivsformemofionsaiosssevessecens 15 Yds. cement usec.
Hours taking out Pump...... s el 9
Hours Consumed........ov...forrimee foserrsc oo 12/15/51-Lbove from Vraldted'p Recol

12/21/51-8tatic 76' at 1400 Gpi
. STRAINER : Water drew dovn [to 887.

Make._.
Type of Metal
Diameter O. D
Diameter I. D
Total Length
Number....
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' Well No. 5
Elev. 216.13 :
Am . - Wyoraing ond 34 ih ST,

0 sed | 7
Clay S¢. Louis Park Minn.
Cravel
Pleireville lime Material
Shaie p
A= 18" of 24" 0.D.25 well
pine
St. Pever -
cand B- 3C3'of 20" 0.D. Y8 well
pipe '

C - 13 Cu.yards of coment

Test Deata

Shale -
‘Test completed Oct. IG 947
Static level, 81' 380" gpm witn
25" drawdown
Shcrwopca lime 24
3 r.’;/
_-/0
//

Jorden ceond

Well bulit by Loyne Misascers So

P omm oraine nl? nns,
w.h’)l.\.’C;Jolls it e,




’m)cs A e

,,u_,,,. et 24 L J{IXNESOTA CONSERVATION DEPARTHENT
G" .
et DIVISION OF WATERS

J;»
* f“' ?{{f c‘;:ﬂ‘," WELL LOG STATEMENT ZO’S\

le No.
poeras=

As 28.24. AT =18 b s

'ALL REPORT PROPELY 10 DIRECTOR, DIVISIOH OF VALSKQ: STATS OFFICE BLDG, , ST, FaL 1, xnm, | Well ef /2 i

Location of Well . %{—_’/ 44// ;' %d//#/ 5/ Pliol?:ﬁ gaelc]zi%?.
% 2£7 ¢ ‘5—77496. /l?Lzb . Sec, /P

County City or _Town

/(/Zémé’a/g / //?f/ wf .74/

Describe Further by Lot, Block Nearost Highway, Street and Number
‘ Renge _.‘;l__ ./_bj. &5

Drilled ;or. ll‘l"z‘ wh\ﬂﬁf\bb Drii'lér .AT#A¢“"A/'%/7;7-
Mdress _ QJ&J °\3O ROy Y "

: iy . , ~ REPORT OF FINAL PUMPING TEST
Date of Compleuon /74 b Date of Test
Site ___ Duration of Test Hrs.____ Min,
~ Upland, Valley, Hillside, Rtc. )
Type of Well é}’{/ Ye o Rate of Pumping /£, 380 o
Dug, Driven, Bored, Drilled . g L fj?
‘Drill Rig Used Static Water Level ?/ n.

Solid Tqol, Jet, Rotary

‘Diameter: Top _. Water Level While Pumping _/ Z G ¥

—
29 Ft.

Oepth of Well

d Elevati : R —-} SILI i ng‘ﬁe irg d for er
o e Sea Levgl Da"tﬂg or. Gin m-mca Aboﬂ : Expecte?zAter S Yiel 4 Gal. perday
\* 3 LI Othe:i' Tés -v)\gk de, Give Detuls on Another
or Below R. R., iﬂ_xhwby»"‘fnh» J‘f’}f?r.~ ’ Sheet‘..
Height of Casing Above Ground L . ¥
. g T — nﬁ&_\urements Mgde of Effect on Other I\earby

by, ¢ Wells Dirtng-Test? /Give Details.
len-;y' of oa (Hard or Soft, Fresh.or Salty, Etc.) s 2 ‘{ i aids

Temperature of Water

T

Was Laboratery Analysis Made?

For What Purpose Will Water Be Used?

. ~ (‘"

¢
Is Well Pumped? ﬁ'.‘z Pump Gapacit{zﬂ’() GPM

Was Well Sealed on Completion?

Does Well Overflow Without Pumping?

Yes or No

Natural Flow i GPM

What Pressure, or Head, at Ground Level?

Principal Aquifer. Penetrated




PEPEPRA - RIRAE RATION

WELL W08 WEN S

logic Formations .. Thickpess| Danth in Feet | Casin & )
ind, Color, Hard or Soft Forn?:{im From | To Ditn. Water Condicions Found

r C/Lrﬁ// ,/07' o /03 2-4"1‘-,, iw.// —;Z c%.fgm_:z;y
-sz;lﬂ/lzab,/ﬂ/ﬁﬁpjr 52 (23] /L%, Lan /&o/(

g o

/2/4 LE 1 PR VT il

f/ép ""‘2? 422|285 40| | 5

;Q_VA{@L -j‘S = 77 “{1{_‘7‘/-’ T : ~. :
Asi| 58 |#vhlges] 0

% . Lot et ‘ g%’ , "-.:.-,

>
3

Indicete Size, Type, & Location of Any Screens,
Gravel Packs, Gront.mg. or Other Developuent

I hereby certify that, to the best of my knowledge, the data presented in this
statement is a true and corvrect representation of conditions encountered in the
construction of this well.

Dated at : this day of A ol

(Firm Name)

By

Title

4
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REPORT
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Tack No
Well No.......... o TSR SR / f ‘
.......................................... Town. ../ Dl Ltpd (' ﬂu -
Date Started. ........ s,‘&.? e.9.......oocoomsmrme. Machine No.. Stam""""". .........
Date Completed ......... [O‘L&{(Qv ........................ 0wner._.£‘-’t.7‘ Z IA Al iter it o .
) Bryer Vi v SR R Al < S e CC ST Total Depth o Well."
DIAMETER OF HOLE | 2" a4

Top of Pipe b':? NI b ictionsessorenmsi bttt i dvsismssnisseinol e s sl
Bottom of Pipe below Surface]....). 0% - F RN ATy SO i
No. of Ft. of Pipe in the H:!:F..,. IR
No. of Ft. of Hole Drilled.......}... & 4.7 ...} § B i eiviiiiioRinmsduodpigmoiimeis "

TEST 1 2 3 4 FORMATION Ticaes | Depth
Depth of the Hole....
Depth to Water at Rest.. | b mmme M@&‘ﬂ/ “”// £ e,
Depth to Water Pumping.. A / - {
Depth of Pump Pipe...... e (laitnts bl s ol

allons per minute. ¥ = o
Will well supply more?...... L. Gelow ariirs 1e¥|28 8
Was Strainer in Hole?.__.... = GEET RSIN |, Z; Chgh
Was water clear?. . __ A TR e J{@///M/Gyw&b L l ‘q’ +02.
Was well pumping sand?... | [ ot SH a . é?ﬂr/.dé’iﬂ)‘l!/[z 80 452
Hours Pumping TR LA L / [ . 2. ‘ 5n3
> AL o
STRAINER db lawsrie > ,

Make...-.....

TypeckMeta).... ... . X A L.
Diameter O. D.__
Digmeter 1. Do caisa i Siindfein ol B

Total Lengthe.............cinsai.
Number

Top of Screen below Surface
No. of Ft. Exposed

Bottom of Screen below Surface
Was Str. swedged

Did Sand come thru Str.

Was Str. coarse enough......_...

Style of Fittings.

All measurements taken from dhﬂ de
Ma.

Do
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